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Analog Audio Distribution Amplifier

UFM-14ADA/18ADA

These analog audio distributor modules can be installed in a

UFM frame. The UFM-14ADA can distribute one audio signal

input into four outputs or two inputs into two outputs where-
as the UFM-18ADA can distribute one audio signal input into

eight outputs or two inputs into four outputs.

B UFM-14ADA: Audio distributor for distributing one audio signal input into four
outputs or two inputs into two outputs.

B UFM-18ADA: Audio distributor for distributing one audio signal input into eight
outputs or two inputs into four outputs.

- Gain adjustment enabled.
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UFM-14ADA / 18ADA Specifications

i UFM-14ADA | UFM-18ADA

@ Audio Input +4dB, balance, 600Q, 1ea. or 2ea.

@ Audio Output +4dB +0.2dB, Less than 100Q, 4ea. or 2ea. [ +4dB +0.2dB, Less than 100Q, 8ea. or 4ea.
@ Gain Adjust 5 step (-8/-4/0/+4/+8dB), +6dB

@ Max. I/O Level

Better than +24dB

@ Frequency Response

20Hz - 20kHz +0.2dB (1kHz base)

@ Distortion Less than 0.05% (when 1kHz, +24dB input)
@ S/N Ratio Better than 80dB (when 1kHz, 0dB input, 80kHz-LPF ON)
@ Crosstalk Better than 60dB (when 1kHz, 0dB input, 15kHz-LPF ON)

@ Temperature / Humidity

10°C - 40°C / 30% - 90% (no condensation)

@ Power / Consumption

+12VDC - +24VDC / 9VA

® Draw

+12VDC: 560mA, +24VDC: 280mA [ +12VDC: 760mA, +24VDC: 380mA

@ Dimensions / Weight

106 (W) x 303 (D) mm (Front board), 108.5 (W) x 20 (H) x 66.1 (D) mm (Rear board) / Approx. 0.5kg

@ Require Slot

1 slot

@ Accessories

Operation manual

UFM-14ADA Rear View

UFM-18ADA Rear View

Y \ocoooooococooo0oo0oo0o000000 'w
000000000000 O0O0OOOO N

y loooooooooooo0o0000o00 o0 |ray
0O0O0D0D0D0D0D0O0O0OO0O0O0OOOOO }

ANALOG AUDIO [ UFM-14ADA

ANALOG AUDIO UFM-18ADA

UF-106A

Universal Frame Line-up

Universal frame that can install up to 6 UFM modules,
provides redundancy and universality, and contributes to
reduced system space

Universal frame that can install up to 12 UFM modules,
provides redundancy and universality, and supports re-
mote monitoring with installation of control board
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